FLEXCON

INDUSTRIES

Typical System
Installations

Controlled Action Diaphragm (“CAD”) Operation - 30/50 psi pressure range

0 Pump comes on and begins @
to fill Flexcon tank.

Typical Well Tank Installation

FLEXCON TANK WITH CONVERTIBLE JET PUMP

Relief

FLEXCON TANK WITH JET PuMp

Mounted On
Optional
Pump Stand
~ Pump
Relief ...,
Valve
Suction
Pipe
Drain «.eee.. :

Multi-Tank Installation

FLEXCON MULTI-TANK INSTALLATION - OPTION A

Pressure
Switch

Pump continues to run compressing 9 Pump shuts off. Drawdown
air charge in Flexcon tank.

FLEXCON TANK WITH SUBMERSIBLE PUMP

.......... -~ Submersible Pump

FLEXCON MULTI-TANK INSTALLATION - OPTION B

Pressure
Switch

Header To Be Sized
For Maximum Velocity
of 6 Ft./Sec.

is available on demand.
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‘me. Controlled Action
1 Diaphragm

Flexcon Industries
300 Pond Street
Randolph, Massachusetts 02368

For More Information
Call 1.781.986.2424
Fax 1.781.986.2029

www.flexconind.com
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